LEam

DECLARATION OF PERFORMANCE
According to EU 305/2011, Annex V

(Performans Beyani, EU 305/2011, Ek 5’e gére)

No: 13707 - 13969 / DOP 4 - 04

1. identification code of the product- type /
Uriin tipi / Kimlik Kodu

2. Type batch or serial number or any other
element allowing identification of the construction
product as required under Article 13(4) / Tip parti
veya seri numarasi ya da tanimlanmasini saglayacak
diger unsurlar (Yap! Malzemeleri Yénetmeliginin 13.
maddesi dérdiinci fikrasi geredince)

POSEIDON
PO 5000, PO 6000, PO 3000

3. intended use or uses of the construciton
product, in accordance with the applicable
harmonised technical specification, as foreseen by
the manufacturer. / Yap/ malzemesinin ilgili
uyumlagtiriimis teknik sartnamesine gére imalatci
tarafindan éngérilen kullanim amaci veya amaclari

EN 13707

Reinforced bitumen sheets for roof
waterproofing — Sheet for underlay and
intermediate layer

Catilarda su yalitimi amaciyla kullanilan
bitimli su yahtim értiisi - Ik ve orta kat.
EN 13969

Bitiimen damp prof sheet including
bitiimen basement tanking sheets - Sheet
for waterprofing - Type A - Type T.
Bodrum katlarda depolama amacl kullanilan
levhalar dahil bitimli rutubet ve su yalitim
levhalari (Tip A - Tip T)

4. Name, registered trade name or registered
trade mark and contact address of the
manufacturer as required under Article 13 (5) /
Imalatgi adi, tescilli ticari Gnvani veya tescilli markasi ve
iletisim yeri ile Uretim adresi (Yapi malzemeleri
yénetmeliginin 13. maddesinin beginci fikrasi geredince)

BTM

BTM-Bituminous Waterproofing
Materials

BTM BITUMLU TECRIT MAD. SAN. TiC. A.S.
K.O0.S.B. Atatiirk mah. Gazi Bulvari.

No:152 Kemalpasa/izmir/Turkey
Tel: +90 232 877 04 02 (8 lines)
Fax: +90 232 877 04 10

e-mail: info@btm.co

5. Name and contact address of the authorized
representative the whose mandate covers the tasks
specified in Article 12 (2) / Yetkili temsilcinin adi ve
iletisim adresi

Not relevant (see 4)

Hgili dedil. (Madde 4’e bakiniz)

6. AVCP:

System or systems of assesment and verification of
constancy of performance (AVCP) of the
construction product as set out in CPR, Annex V /
Performans Dedismezligin Dederlendirilmesi ve
Dogrulanmasi Sistem veya Sistemleri:

Yapi malzemeleri yénetmeliginin Ek-5’inde belirtilen :

System 2+
Sistem 2 +
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DECLARATION OF PERFORMANCE

According to EU 305/2011, Annex V
(Performans Beyani, EU 305/2011, Ek 5’%e gére)

No: 13707 - 13969 / DOP 4 - 004

7. Notified Body (hEN):

In case of the declaration of performance
concerning a construction product covered by a
harmonised standard / Onaylanmis Kurulus :
Uyumlagtirilmig bir standart kapsaminda olan yapi
malzemesinin performans beyani :

TZUS-NB1020 performed Factory
Production control (FPC) under system 2+
and issued the certificate of conformity of
the factory production control 1020-CPD-
010030956.

TEBAR A.S. - NB 2164 performed Reaction
to fire test and issued classification test
report.

2010 nolu AB onayli kurulusu TZUS tarafindan
sistem 2+ kapsaminda fabrika Uretim kontroli
(FUK) denetimi uygulanarak 1020-CPD-
010030956 no’lu performansin degismezligi
belgesi dizenlenmistir.

2164 No'lu AB onayl kurulusu TEBAR A.S.
Laboratuvan tarafindan Yangina Tepki testi
gergeklestirilerek siniflandirma raporu
ddzenlenmigtir.

8. Notified Body (ETA)

In case of declaration of performance concerning
a construction product for which a European
Technical Assesment has been issued / Avrupa
Teknik Degerlendirmesi (ETA)

Avrupa Teknik Dederlendirme si olan yapi malzemesine
iliskin performans beyani durumunda

Not relevant (See 7)

Igili degil (Madde 7’ye bakiniz)

9. Declared Performance / Beyan edilen performans

Essential Characteristics
Temel Ozellikler

PO 5000 PO 6000
Reaction to Fire Class E Class E
Yangina Tepki Sinif E Sinif E
Watertightness Pass Pass
Su Gegirimsizlik Geger Geger
Tensile Properties / Cekme 960N/50mm 900N/mm?
Ozellikleri (+ 20%) (-%10 ; +%40)
-Tensile Strength
(Trans./Long.) 960N/50mm 900N/mm?
Cekme Direnci (En/Boy) (£ 20%) (-%10 ; +%40)
-Elongation at
break(Trans/Long.) 55% (t15) 50% (-0;+20)
Kopma Uzamasi (En/Boy) 55% (+15) 50% (-0;+20)
Flexibility at low
temperature/ Diisiik Min. -20°C Min. -15 °C

Sicaklikta Esneklik

Performance
Performans

Test Standard Harmonised
Test Standardi Technical
Specification
PO 3000 Uyumlastirim
15 Teknik
Sartname
Class E EN 13501-1
Sinif E
Pass EN 1928
Geger (Method B 60
kPa)
600N/mm?
(-%10 ; +%40)
EN 13707
400N/mm2 EN 12311-1 EN 13969
(-%10 ; +%40)
35% (-0;+20)
35% (-0; +20)
Min. -7 °C EN 1109
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Essential Characteristics Performance Test Standard Harmonised
Temel Ozellikier Performans Test Standard Technical

Specification

Uyumlastiriimis
PO 5000 PO 6000 PO 3000 Teknik
Sartname
Artificial Aging / Yapay Pass Pass
Pass EN 1296
Yagland S
asf!n Im.ﬁ e Geger Beger Wegar EN 1928 (Metod B) 60 kPa
Gegirmezlik EN 13707
. . EN 13969
ﬁﬁ'sfs:ﬁ:,?fah?:.f“/ Pass Pass Pass EN 1847/ EN 1928 (Method
v v Geger Geger Geger B 60kPa)

Sonrasi Su Gegirmezlik

10. Declaration

The performance of the product identified in points 1 and 2 is in conformity with the
declared performance in point 9. This declaration of performance (DoP) is issued under the
sole responsibility of the manufacturer identified in point 4. / 1 ve 2. maddelerde tanimlanan
malzemenin performansi,9. maddede beyan edilen performansa sahiptir. Bu performans beyani
sadece 4. maddede tanimlanan imalatginin sorumlulugunda olmak iizere hazirlanmugtir.

CE marking first affixed 1st June 2010 for PO 5000, PO 6000.
CE isareti PO 5000, PO 6000 driinlerine 1 Haziran tarihinde ilistirilmistir.

CE marking first affixed 29th July 2016 for PO 3000.
CE igareti PO 3000 driinlerine 29 Temmuz 2016 tarihinde ilistirilmistir.

Signed for and behalf of the manufacturer by:
Imalatg igin ve onun adina imzalayan:

R&D Manager
Ar&Ge Muddri

Note: This information is given in good faith based on BTM’s current knowledge and experience of the products when properly stored,
handled and applied under normal conditions in accordance with BTM’s recommendations. In practice, the differences in materials,
substrates and actual site conditions are such that no warranty in respect of mercahantability or of fitness for a particular response, nor
any liability arising out of any legal relationship whatsoever, can be inferred either from this information, or from any written
recommendations, or from any other advice offered. Tse user of the product must test the product’s suitability for the intended
application and purpose. BTM reserves the right to change the properties of its products. The proprietary rights of third parties must be
observed. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to the most recent issue of
the local Product Data Sheet for the porduct concerned, copies of which will be supplied on request. / Burada verilen bilgiler, normal
sartlarda ve BTM’nin tavsiyeleri dogrultusunda bu iriinlerin uygun bir sekilde stoklandigi , kullanildigi ve uygulama yapildigi durumiar
hakkinda BTM’nin sahip oldugu mevcut bilgi ve deneyimine dayanilarak iyi niyetle hazirlanmistir.  Uriinlerin uygulama yiizeyleri ve
uygulama alanlari pratikte cesitlilik arz etmektedir. Bu nedenle, BTM iriinlerini kullanirken, dogru riini, dogru kosullarda ve dogru yerde
uyguladiginizdan emin olunuz ve bu yénde BTM tarafindan ticari elverislilik ve/veya belirli bir amaca uygunluk konusunda verilen bilgi ve
talimatlara kesinlikle uyunuz. Aksi halde olusabilecek zararlardan BTM yasal olarak sorumiu degildir. Uriiniin kullamicisi, planlanan
uygulama ve amaca gére iriin uygunlugunu kontrol etmekle yiikimlidir. BTM, iriinlerinin ézelliklerini degistirme hakkini sakh tutar.
Ugiinci taraflarin miilkivet haklar gézetilmelidir. Tim siparislerin kabulinde, satis ve nakliye konusundaki mevcut sartlarimiz esas
alinmaktadir. Kullanicilar, her zaman, ilgili iiriin igin yerel Uriin Bilgi Formunun en son baskisini dikkate almalidir. Kopyalari talep izerine
temin edilebilir.






